
                                             
   

Technical Data Sheet 

 SLP ROLLER CLEAN 
 

Product for rollers cleaning in processors for   
CTP thermal and photopolymer plates 

 
 

SLP Roller Clean is a concentrated product, used to remove the diazoic or polymeric layer 
on rollers of automatic processors for CTP thermal and photopolymer plates  

 
 
 

          Physical characteristics 
                                                                                                               
           
 
                                                                                            
 
 
 
 
 
 

Storage  
 Store at room temperature, in dry and well aired place                                                             
 Keep far from heat and direct sunlight. 
 Keep closed the containers. 

 Storage time : 12 months from the production date.      
. 
 

Safety  
Read the safety specifications before using this product 
 
Packing  
Carton  6 cans  x 1  litre  

 
 
 

Information given in this sheet is considered to be reliable and is provided in good faith but without guarantee. 
Specifications subject to change without notice. 

 

Working instructions  
 

 Apply the product with cloth or sponge, scrubbing 
energetically  on dirtier  areas. 

 
Precautions  
 

 Be careful, after  the  application wash off well with 
water  

 

Appearance  
Colourless 

Liquid 
Density 0,950 Kg/lt 
pH 25°C Not available 
Flash Point  77° 
Volatile Organic 
Compound (VOC) 
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